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SA F ETY  W A R NI NG S
Before initial operation, please make sure to follow all safety instructions that may be 
provided in the product information!

Never use these devices in applications where the safety of a person depends on their 
functionality.

LED lighting systems can generate intensive UV radiation, which can damage your eyes 
in case of improper use. The manufacturer cannot be held responsible for damages that 
result from improper use or connection.

!
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G L OSSA R Y
I NC I D ENT L I G H T
Emitted from the direction of the camera and therefore 
located above the object level.

B A ND P A SS F I L TER
In optics, a bandpass filter is a filter that allows only signals 
of one frequency band to pass. The frequency ranges below 
and above the passband are blocked or significantly atte-
nuated. Bandpass filters for visible wavelengths are color 
filters which are designed with a very narrow bandwidth.

I L L U M I NA TI ON G EOM ETR Y
The illumination geometry describes the form of the illumi-
nation, e.g. area illumination, ring illumination, spot illumi-
nation.

TR A NSM I TTED  L I G H T
An illumination placed behind the object plane and opposite 
the camera.

F L U OR ESC ENC E L I G H T
In fluorescence, a material emits light while it is induced. 
This lighting ends immediately after irradiation.

B R I G H T F I E L D
A form of incident light in which the illumination is directed 
in a way that the light is reflected directly back into the 
camera.

P OL A R I Z A T I ON
Polarization describes light whose oscillation is limited to a 
single direction of vibration.

P OL A R I Z A T I ON F I L TER
A filter in front of the illumination allows only one direction 
of light vibration to pass through and blocks all others.

L A W  OF  R EF L EC TI ON
Angle of incidence of light = angle of reflection of light

TEL EZ ENTR Y
By using an optical system in front of a divergent beam 
source, a collimated beam path is created. The rays are thus 
perfectly parallel to each other.
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C A M E R A  SURFACE AREA LIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

E D 1 B 0 6 7 0 20 x 127 x 127mm Aluminum IP67 120° 24V DC Blue light 8

E D 1 B 0 7 7 0 20 x 127 x 127mm Aluminum IP67 120° 24V DC Polarity free red light 8

E D 1 E 0 6 7 0 12 x 150 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Blue light 8

E D 1 E 0 8 7 0 12 x 150 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Green light 8

ED E 12 x 150 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Infrared light 9

E D 1 E 0 7 7 0 12 x 150 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Polarized red light 9

E D 1 E 0 1 7 0 12 x 150 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC White light 9

E D 1 E 0 9 7 0 12 x 150 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Yellow light 9

E D L E 0 6 7 0 12 x 250 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Blue light 10

E D L E 0 8 7 0 12 x 250 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Green light 10

EDLE 12 x 250 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Infrared light 10

E D L E 0 7 7 0 12 x 250 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Polarity free red light 10

E D L E 0 1 7 0 12 x 250 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC White light 11

E D L E 0 9 7 0 12 x 250 x 150mm Aluminum IP54 100° 21.6V … 26.4V DC Yellow light 11

C A M E R A  SPOTLIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

A O 0 0 0 4 6 3 34 x 86 x 34mm Aluminum IP67 120° 24V DC White light 14

A O 0 0 0 4 8 0 152mm / Ø61mm Aluminum IP50 0.08° 12V … 24V DC Green light 14

E S K 0 0 1 4 0 65 x 100 x 100mm Aluminum IP64 80° 19V … 30V DC White light 14

E S K 0 0 1 4 1 65 x 100 x 100mm Aluminum IP64 31° 19V … 30V DC White light 14

E S K 0 0 1 4 2 65 x 100 x 100mm Aluminum IP64 49° 19V … 30V DC White light 15

ES 65 x 100 x 100mm Aluminum IP64 14° 19V … 30V DC Infrared light 15

E Q 4 1 0 1 7 0 33 x 41 x 33mm Aluminum IP00 140° 24V DC White light 15

E S 3 5 0 1 2 0 74mm / Ø35mm Aluminum IP64 26° 19V … 30V DC White light 15

C A M E R A  LINE LIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

E L 4 0 0 6 7 0 28 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC Blue light 18

E L 4 0 0 8 7 0 28 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC Green light 18

EL 20 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC Infrared light 18

E L 4 0 0 7 7 0 28 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC Polarity free red light 18

E L 4 0 0 U 7 0 20 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC Ultraviolet 19

E L 4 0 0 1 7 0 28 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC White light 19

E L 4 0 0 9 7 0 20 x 410 x 18mm Aluminum IP54 100° 21.6V … 26.4V DC Yellow light 19

C A M E R A  RING LIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

E E 39mm / Ø156mm Aluminum IP67 90° 19V … 30V DC Infrared light 22

E R 7 0 0 6 7 0 92mm / Ø80mm Aluminum IP54 120° 21.6V … 26.4V DC Blue light 22

E R 7 0 0 8 7 0 92mm / Ø80mm Aluminum IP54 120° 21.6V … 26.4V DC Green light 22

E 92mm / Ø80mm Aluminum IP54 90° 21.6V … 26.4V DC Infrared light 22

E R 7 0 0 7 7 0 92mm / Ø80mm Aluminum IP54 120° 21.6V … 26.4V DC Polarity free red light 23
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C A M E R A  RING LIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

E R 7 0 0 U 7 0 92mm / Ø80mm Aluminum IP54 45° 21.6V … 26.4V DC Ultraviolet 23

E R 7 0 0 1 7 0 92mm / Ø80mm Aluminum IP54 120° 21.6V … 26.4V DC White light 23

E R 7 0 0 9 7 0 92mm / Ø80mm Aluminum IP54 120° 21.6V … 26.4V DC Yellow light 23

C A M E R A  DOME LIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

A O 0 0 0 5 3 0 20mm / Ø172mm Aluminum IP00 120° 24V DC White light 26

E E 5 0 0 6 7 0 50 x 100 x 100mm Aluminum IP20 160° 21.6V … 26.4V DC Blue light 26

E E 5 0 0 8 7 0 50 x 100 x 100mm Aluminum IP20 160° 21.6V … 26.4V DC Green light 26

EE 50 x 100 x 100mm Aluminum IP20 160° 21.6V … 26.4V DC Infrared light 26

E E 5 0 0 7 7 0 50 x 100 x 100mm Aluminum IP20 160° 21.6V … 26.4V DC Polarity free red light 27

E E 5 0 0 1 7 0 50 x 100 x 100mm Aluminum IP20 160° 21.6V … 26.4V DC White light 27

C A M E R A  DARK-FIELD LIGHTS
rticle o. Dimensions o sing material Degree of 

protection P
ngle of beam 

spread
S pply voltage Light so rce Page

E F 7 5 0 6 7 0 12 x 150 x 150mm Aluminum IP54 10° 21.6V … 26.4V DC Blue light 30

E F 7 5 0 8 7 0 12 x 150 x 150mm Aluminum IP54 10° 21.6V … 26.4V DC Green light 30

EF 12 x 150 x 150mm Aluminum IP54 10° 21.6V … 26.4V DC Infrared light 30

E F 7 5 0 7 7 0 12 x 150 x 150mm Aluminum IP54 10° 21.6V … 26.4V DC Polarity free red light 30

E F 7 5 0 1 7 0 12 x 150 x 150mm Aluminum IP54 10° 21.6V … 26.4V DC White light 31

E D 2 5 0 1 7 0 12 x 250 x 250mm Aluminum IP54 100° 21.6V … 26.4V DC White light 31

E D 6 1 0 1 7 1 20 x 87 x 47mm Aluminum IP67 120° 24V DC White light 31

E D 8 7 0 1 7 1 20 x 87 x 87mm Aluminum IP67 120° 24V DC White light 31
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 I Flicker-free lighting
 I P owerfu l
 I Selected LED and components
 I Permanent, switching or flash operation
 I Easy integration
 I Wide variety of accessories
 I Wide range of wavelengths available
 I ntegrated controller
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E D 1B 0670 E D 1B 0770 E D 1E 0670 E D 1E 0870

rticle o. E D 1B 0670 E D 1B 0770 E D 1E 0670 E D 1E 0870

Prod ct image

E L D

echanical feat res
Dimensions 127 ×  127 ×  20mm 127 ×  127 ×  20mm 150 ×  150 ×  12mm 150 ×  150 ×  12mm

Design C u b oid C u b oid C u b oid C u b oid

Front screen material Acrylic g lass Acrylic g lass P M M A P M M A

Degree of protection P I P 67 I P 67 I P 54 I P 54

mbient temperat re 10° C  …  50° C 10° C  …  50° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C onnector M 8 C onnector M 8 M 8-connector M 8-connector

Lamp power 12.48W 8.9W 10W 10W

perating voltage 24V  D C 24V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 510mA 370mA 600mA 600mA

ther feat res
isk gro ps 0 0 3 3

ptical feat res
ngle of beam spread 120° 120° 100° 100°

olor temperat re – – – –

Light so rce B lu e lig h t P olarity free red  lig h t B lu e lig h t Green lig h t

eferences
onnections P ag e 32,  N r. 1 P ag e 32,  N r. 1 P ag e 32,  N r. 3 P ag e 32,  N r. 3

Dimensional drawing P ag e 33,  N r. 4 P ag e 33,  N r. 5 P ag e 33,  N r. 6 P ag e 33,  N r. 10
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E D 1E 0I 70 E D 1E 0770 E D 1E 0170 E D 1E 0970

rticle o. E D 1E 0I 70 E D 1E 0770 E D 1E 0170 E D 1E 0970

Prod ct image

E L D

echanical feat res
Dimensions 150 ×  150 ×  12mm 150 ×  150 ×  12mm 150 ×  150 ×  12mm 150 ×  150 ×  12mm

Design C u b oid C u b oid C u b oid C u b oid

Front screen material P M M A P M M A P M M A P M M A

Degree of protection P I P 54 I P 54 I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector M 8-connector M 8-connector

Lamp power 10W 10W 10W 10W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 600mA 400mA 600mA 600mA

ther feat res
isk gro ps 3 3 3 3

ptical feat res
ngle of beam spread 100° 100° 100° 100°

olor temperat re – – 5000K –

Light so rce I nfrared  lig h t P olariz ed  red  lig h t W h ite lig h t Y ellow  lig h t

eferences
onnections P ag e 32,  N r. 3 P ag e 32,  N r. 3 P ag e 32,  N r. 3 P ag e 32,  N r. 3

Dimensional drawing P ag e 33,  N r. 10 P ag e 33,  N r. 10 P ag e 33,  N r. 10 P ag e 33,  N r. 10
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E D L E 0670 E D L E 0870 E D L E 0I 70 E D L E 0770

rticle o. E D L E 0670 E D L E 0870 E D L E 0I 70 E D L E 0770

Prod ct image

E L D

echanical feat res
Dimensions 250 ×  150 ×  12mm 250 ×  150 ×  12mm 250 ×  150 ×  12mm 250 ×  150 ×  12mm

Design C u b oid C u b oid C u b oid C u b oid

Front screen material P M M A P M M A P M M A P M M A

Degree of protection P I P 54 I P 54 I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector M 8-connector M 8-connector

Lamp power 22W 22W 22W 14.4W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 916mA 900mA 900mA 600mA

ther feat res
isk gro ps 3 3 3 3

ptical feat res
ngle of beam spread 100° 100° 100° 100°

olor temperat re – – – –

Light so rce B lu e lig h t Green lig h t I nfrared  lig h t P olarity free red  lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 33,  N r. 10 P ag e 33,  N r. 10 P ag e 33,  N r. 10 P ag e 33,  N r. 10
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E D L E 0170 E D L E 0970

rticle o. E D L E 0170 E D L E 0970

Prod ct image

E L D

echanical feat res
Dimensions 250 ×  150 ×  12mm 250 ×  150 ×  12mm

Design C u b oid C u b oid

Front screen material P M M A P M M A

Degree of protection P I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector

Lamp power 22W 22W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4

Protection class I I I I I I

ated operating c rrent 916mA 900mA

ther feat res
isk gro ps 3 3

ptical feat res
ngle of beam spread 100° 100°

olor temperat re 5000K –

Light so rce W h ite lig h t Y ellow  lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 33,  N r. 10 P ag e 33,  N r. 10



12

NOTES

ipf electronic gmbh │ Rosmarter Allee 14 • 58762 Altena • Germany • Tel +49 2351 9365-0 │ info@ipf-electronic.com • www.ipf-electronic.com



13

-

 I

C A M E R A
SP OTL I G H TS

13

 I Flicker-free lighting
 I P owerfu l
 I Selected LED and components
 I Permanent, switching or flash operation
 I Easy integration
 I Wide variety of accessories
 I Wide range of wavelengths available
 I igh degree of protection
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AO 000463 AO 000480 E S K 00140 E S K 00141

rticle o. AO 000463 AO 000480 E S K 00140 E S K 00141

Prod ct image

E L D

echanical feat res
Dimensions 86 ×  34 ×  34mm 100 ×  100 ×  65mm 100 ×  100 ×  65mm

Design C u b oid Rou nd C u b oid C u b oid

Front screen material Acrylic g lass Glass P M M A P M M A

Degree of protection P I P 67 I P 50 I P 64 I P 64

mbient temperat re 10° C  …  50° C 10° C  …  40° C 5° C  …  45° C 5° C  …  45° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C onnector M 8 C onnector M 8 C ab le connector M 16 C ab le connector M 16

Lamp power 1.08W 2.5W 24W 24W

perating voltage 24V  D C 12V  …  24V  D C 19V  …  30V  D C 19V  …  30V  D C

mber of pins 4 4 12 12

Protection class I I I I I I I I I I I I

ated operating c rrent 55mA 350mA 1000mA 1000mA

ther feat res
isk gro ps – – 2 2

ptical feat res
ngle of beam spread 120° 0.08° 80° 31°

olor temperat re 6500K – 6000K 6000K

Light so rce W h ite lig h t Green lig h t W h ite lig h t W h ite lig h t

eferences
onnections P ag e 32,  N r. 1 P ag e 32,  N r. 2 P ag e 32,  N r. 6 P ag e 32,  N r. 6

Dimensional drawing P ag e 33,  N r. 1 P ag e 33,  N r. 2 P ag e 34,  N r. 18 P ag e 34,  N r. 18
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E S K 00142 E S K 00I 40 E Q 410170 E S 350120

rticle o. E S K 00142 E S K 00I 40 E Q 410170 E S 350120

Prod ct image

E L D

echanical feat res
Dimensions 100 ×  100 ×  65mm 100 ×  100 ×  65mm 41 ×  33 ×  33mm

Design C u b oid C u b oid C u b oid Rou nd

Front screen material P M M A P M M A Acrylic g lass Acrylic g lass

Degree of protection P I P 64 I P 64 I P 00 I P 64

mbient temperat re 5° C  …  45° C 5° C  …  45° C 10° C  …  50° C 5° C  …  45° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C ab le connector M 16 C ab le connector M 16 C onnector M 8 C onnector M 12

Lamp power 24W 24W 3.12W 4.8W

perating voltage 19V  …  30V  D C 19V  …  30V  D C 24V  D C 19V  …  30V  D C

mber of pins 12 12 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 1000mA 1000mA 130mA 15mA

ther feat res
isk gro ps 2 2 2 2

ptical feat res
ngle of beam spread 49° 14° 140° 26°

olor temperat re 6000K – 5000K 6000K

Light so rce W h ite lig h t I nfrared  lig h t W h ite lig h t W h ite lig h t

eferences
onnections P ag e 32,  N r. 6 P ag e 32,  N r. 6 P ag e 32,  N r. 1 P ag e 32,  N r. 7

Dimensional drawing P ag e 34,  N r. 18 P ag e 34,  N r. 18 P ag e 34,  N r. 14 P ag e 34,  N r. 17
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 I Wide variety of accessories
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E L 400670 E L 400870 E L 400I 70 E L 400770

rticle o. E L 400670 E L 400870 E L 400I 70 E L 400770

Prod ct image

E L D

echanical feat res
Dimensions 410 ×  18 ×  28mm 410 ×  18 ×  28mm 410 ×  18 ×  20mm 410 ×  18 ×  28mm

Design C u b oid C u b oid C u b oid C u b oid

Front screen material P M M A P M M A P M M A P M M A

Degree of protection P I P 54 I P 54 I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector M 8-connector M 8-connector

Lamp power 15W 15W 15W 10W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 600mA 600mA 600mA 400mA

ther feat res
isk gro ps 3 3 3 3

ptical feat res
ngle of beam spread 100° 100° 100° 100°

olor temperat re – – – –

Light so rce B lu e lig h t Green lig h t I nfrared  lig h t P olarity free red  lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 34,  N r. 13 P ag e 34,  N r. 13 P ag e 34,  N r. 13 P ag e 34,  N r. 13
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E L 400U 70 E L 400170 E L 400970

rticle o. E L 400U 70 E L 400170 E L 400970

Prod ct image

E L D

echanical feat res
Dimensions 410 ×  18 ×  20mm 410 ×  18 ×  28mm 410 ×  18 ×  20mm

Design C u b oid C u b oid C u b oid

Front screen material P M M A P M M A P M M A

Degree of protection P I P 54 I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector M 8-connector

Lamp power 19.2W 15W 15W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4

Protection class I I I I I I I I I

ated operating c rrent 2400mA 600mA 600mA

ther feat res
isk gro ps 3 2 3

ptical feat res
ngle of beam spread 100° 100° 100°

olor temperat re – 5000K –

Light so rce U ltrav iolet W h ite lig h t Y ellow  lig h t

eferences
onnections P ag e 32,  N r. 3 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 34,  N r. 13 P ag e 34,  N r. 13 P ag e 34,  N r. 13
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 I

C A M E R A
R I NG  L I G H TS

 I Flicker-free lighting
 I P owerfu l
 I Selected LED and components
 I Permanent, switching or flash operation
 I Easy integration
 I Wide variety of accessories
 I Wide range of wavelengths available
 I igh degree of protection
 I ntegrated controller

ipf electronic gmbh │ R • 58762 • • │ • www.ipf-electronic.com



C A M E R A  RING LIGHTS
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E R1E 8I 40 E R700670 E R700870 E R700I 70

rticle o. E R1E 8I 40 E R700670 E R700870 E R700I 70

Prod ct image

E L D

echanical feat res
Dimensions 92 ×  80 ×  12mm 92 ×  80 ×  12mm 92 ×  80 ×  12mm

Design Rou nd

Front screen material Acrylic g lass P M M A P M M A P M M A

Degree of protection P I P 67 I P 54 I P 54 I P 54

mbient temperat re 5° C  …  45° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C ab le connector M 16 C onnector M 8 C onnector M 8 C onnector M 8

Lamp power 19.2W 7.2W 6.5W 7.2W

perating voltage 19V  …  30V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 12 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 800mA 300mA 270mA 300mA

ther feat res
isk gro ps 0 1 1 1

ptical feat res
ngle of beam spread 90° 120° 120° 90°

olor temperat re – – – –

Light so rce I nfrared  lig h t B lu e lig h t Green lig h t I nfrared  lig h t

eferences
onnections P ag e 32,  N r. 6 P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 34,  N r. 15 P ag e 34,  N r. 16 P ag e 34,  N r. 16 P ag e 34,  N r. 16
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E R700770 E R700U 70 E R700170 E R700970

rticle o. E R700770 E R700U 70 E R700170 E R700970

Prod ct image

E L D

echanical feat res
Dimensions 92 ×  80 ×  12mm 92 ×  80 ×  12mm 92 ×  80 ×  12mm 92 ×  80 ×  12mm

Design

Front screen material P M M A P M M A P M M A P M M A

Degree of protection P I P 54 I P 54 I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C onnector M 8 C onnector M 8 C onnector M 8 C onnector M 8

Lamp power 7.2W 7.7W 7.2W 6.5W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 300mA 320mA 300mA 270mA

ther feat res
isk gro ps 1 1 1 1

ptical feat res
ngle of beam spread 120° 45° 120° 120°

olor temperat re – – 5000K –

Light so rce P olarity free red  lig h t U ltrav iolet W h ite lig h t Y ellow  lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 34,  N r. 16 P ag e 34,  N r. 16 P ag e 34,  N r. 16 P ag e 34,  N r. 16
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 I

C A M E R A
D OM E L I G H TS

 I Flicker-free lighting
 I P owerfu l
 I Selected LED and components
 I Permanent, switching or flash operation
 I Easy integration
 I Wide variety of accessories
 I Wide range of wavelengths available
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AO 000530 E E 500670 E E 500870 E E 500I 70

rticle o. AO 000530 E E 500670 E E 500870 E E 500I 70

Prod ct image

E L D

echanical feat res
Dimensions 100 ×  100 ×  50mm 100 ×  100 ×  50mm 100 ×  100 ×  50mm

Design Rou nd C u b oid C u b oid C u b oid

Front screen material Acrylic g lass – – –

Degree of protection P I P 00 I P 20 I P 20 I P 20

mbient temperat re 10° C  …  50° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C onnector M 8 C onnector M 8 C onnector M 8 C onnector M 8

Lamp power 5.5W 7.2W 7.2W 7.2W

perating voltage 24V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 520mA 300mA 300mA 300mA

ther feat res
isk gro ps 1 0 0 0

ptical feat res
ngle of beam spread 120° 160° 160° 160°

olor temperat re 6500K – – –

Light so rce W h ite lig h t B lu e lig h t Green lig h t I nfrared  lig h t

eferences
onnections P ag e 32,  N r. 1 P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 33,  N r. 3 P ag e 34,  N r. 11 P ag e 34,  N r. 11 P ag e 34,  N r. 11
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E E 500770 E E 500170

rticle o. E E 500770 E E 500170

Prod ct image

E L D

echanical feat res
Dimensions 100 ×  100 ×  50mm 100 ×  100 ×  50mm

Design C u b oid C u b oid

Front screen material – –

Degree of protection P I P 20 I P 20

mbient temperat re 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m

Electrical feat res
ype of electrical connection C onnector M 8 C onnector M 8

Lamp power 6W 7.2W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4

Protection class I I I I I I

ated operating c rrent 250mA 300mA

ther feat res
isk gro ps 0 0

ptical feat res
ngle of beam spread 160° 160°

olor temperat re – 5000K

Light so rce P olarity free red  lig h t W h ite lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 34,  N r. 11 P ag e 34,  N r. 11
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 I

C A M E R A
DARK-FIELD LIGHTS

 I Flicker-free lighting
 I P owerfu l
 I Selected LED and components
 I Permanent, switching or flash operation
 I Easy integration
 I Wide variety of accessories
 I Wide range of wavelengths available
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E F 750670 E F 750870 E F 750I 70 E F 750770

rticle o. E F 750670 E F 750870 E F 750I 70 E F 750770

Prod ct image

E L D

echanical feat res
Dimensions 150 ×  150 ×  12mm 150 ×  150 ×  12mm 150 ×  150 ×  12mm 150 ×  150 ×  12mm

Design C u b oid C u b oid C u b oid C u b oid

Front screen material P M M A P M M A P M M A P M M A

Degree of protection P I P 54 I P 54 I P 54 I P 54

mbient temperat re 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C 10° C  …  30° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector M 8-connector M 8-connector

Lamp power 7.2W 7.2W 7.2W 7.2W

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 300mA 300mA 300mA 300mA

ther feat res
isk gro ps 0 0 0 0

ptical feat res
ngle of beam spread 10° 10° 10° 10°

olor temperat re – – – –

Light so rce B lu e lig h t Green lig h t I nfrared  lig h t P olarity free red  lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 4

Dimensional drawing P ag e 34,  N r. 12 P ag e 34,  N r. 12 P ag e 34,  N r. 12 P ag e 34,  N r. 12
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E F 750170 E D 250170 E D 610171 E D 870171

rticle o. E F 750170 E D 250170 E D 610171 E D 870171

Prod ct image

E L D

echanical feat res
Dimensions 150 ×  150 ×  12mm 250 ×  250 ×  12mm 87 ×  47 ×  20mm 87 ×  87 ×  20mm

Design C u b oid C u b oid C u b oid C u b oid

Front screen material P M M A P M M A Acrylic g lass Acrylic g lass

Degree of protection P I P 54 I P 54 I P 67 I P 67

mbient temperat re 10° C  …  30° C 10° C  …  30° C 50° C 50° C

o sing material Alu minu m Alu minu m Alu minu m Alu minu m

Electrical feat res
ype of electrical connection M 8-connector M 8-connector M 8-connector M 8-connector

Lamp power 7.2W 29W – –

perating voltage 21.6V  …  26.4V  D C 21.6V  …  26.4V  D C 24V  D C 24V  D C

mber of pins 4 4 4 4

Protection class I I I I I I I I I I I I

ated operating c rrent 300mA 1200mA 100mA 190mA

ther feat res
isk gro ps 0 0 – –

ptical feat res
ngle of beam spread 10° 100° 120° 120°

olor temperat re 5000K 5000K 6500K –

Light so rce W h ite lig h t W h ite lig h t W h ite lig h t W h ite lig h t

eferences
onnections P ag e 32,  N r. 4 P ag e 32,  N r. 4 P ag e 32,  N r. 5 P ag e 32,  N r. 5

Dimensional drawing P ag e 34,  N r. 12 P ag e 33,  N r. 7 P ag e 33,  N r. 8 P ag e 33,  N r. 9
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